
C O L D - R O L L E D
S T E E L
C O I L ,  S H E E T  O R  P I E C E S



For various applications, with excellent service in quality and delivery 

time.

CHARACTERISTICS
� In standard widths and lengths or that required by the customer.

� Caliber 10 to 30.

� In a wide assortment of different sizes and steel grades.

USES AND APPLICATIONS
� Doors.

� Appliances

� Dies

� Illumination.

� Metallic file cabinet

� Desks

� Signs.

COLD-ROLLED
STEEL
C O I L ,  S H E E T  O R  P I E C E S



Note: The weight can have variations since it is calculated with normal nominal measurements and considering that a cubic meter

of rolled steel has a weight of 7,850 Kg. The weights described in the tables are for reference only.

GAUGE
THICKNESS

THEO-
RICAL

WEIGHT

APPROXIMATE WEIGHT PER SHEET

3’X6’ 3’X8’ 3’X10’ 4’X8’ 4’X10’

Weight per sheet - ASTM A 568

TECNICAL INFORMATION
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in mm kg/m2 kg/pza kg/pza kg/pza kg/pza kg/pza

PROCESSES CERTIFIED
UNDER ISO 9001: 2015 STANDARD

FM 35435

CUSTOMER CONTACT

Local e-mail: info@villacero.com
Mexico Line: 800 220 4040
Monterrey Line: 818 989 8989

International e-mail: expo@villacero.com 

International line: +52 818 151 5353
MAC-001


